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Body color 

Material

Category

Light source

Gross luminous �ux

Power

Colour temperature CCT

Colour Rendering Index

Light beam angle

Number of LEDs 

Chip Type

Dimming

Median useful Life

Light Guide Panel (LGP)

Ingress Protection

Dimension (mm)

Cut-Size (mm)

ON / OFF 

Class II

Frequency (Hz)

Power Factor

Mains voltage

Ingress Protection

NCP LED Panel Light

El-NCP-8W-R

White

Aluminum

Recessed

LED

600Lm

8 W

3000 / 6500 K

CRI = 80

120°

40

SMD2835

Non Dimmable

20,000 hours

Polystyrene (PS)

IP20

Ø120mm

Ø105mm

50/60 Hz

0.6

AC 85-305V

IP20

PRODUCT

LIGHTING INFORMATION

OTHER DATA

DRIVER OPTIONS

N E W  V I S I O N  F O R  L I G H T I N G

Amman - Jordan
Tel. +962 79 2 99 16 12
info@elecolux.com
www.elecolux.com
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DIMENSION

LED PANEL LIGHT

Luminous Intensity Distribution Curve
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The Average Illuminance Effective Figure

1.0m 63.23/       3.00m / 7.08sq.m 212.21lx

2.0m 15.81/       6.01m / 28.32sq.m 53.05lx

3.0m 7.03/       9.01m / 63.73sq.m 23.58lx

4.0m 3.95/      12.01m / 113.30sq.m 13.26lx

5.0m 2.53/      15.01m / 177.02sq.m 8.49lx

6.0m 1.76/      18.02m / 254.91sq.m 5.89lx

8.0m 0.99/      24.02m / 453.18sq.m 3.32lx

9.0m 0.78/      27.02m / 573.56sq.m 2.62lx

10.0m 0.63/      30.03m / 708.10sq.m 2.12lx

12.0m 0.44/      36.03m / 1019.66sq.m 1.47lx

PHOTOMETRIC DETAILS 
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NCP PREMIUM SERIES


